
Mango Power M

SiC Technology

98% Efficiency

18A Max Input

1.8x PV Array Input

<10 ms On/off-grid 

Switchover

IP66 Protection for outdoor

＜25dB Natural Cooling Noise 

≥8000 Cycles LFP Cells

 20 Years Lifespan

14.3 kWh Module Design

28.6 kWh Max Scalability

On/Off-Grid Power System Solution
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Mango Power M Battery Spec Sheet

Model: M LFP Battery 280Ah

Performance

Nominal capacity 14.3kWh

Operating voltage range 44.8V~57.6V

Nominal l voltage 51.2V

Max charge/ discharge current 100A/140A

Rated DC charge/ discharge Power 5/7kW

Max charge / discharge Power 5.12kW/7.16kW

General Specification

Dimensions（W×D×H） 525mm*297mm*935mm

Weight 99kg

Depth of discharge 95%

Communication method
RS485/CAN/Ethernet

（Remote Maintenance）

Cell/module configuration LFP-280Ah

Protection class IP66

Operating temperature
Charge：0~60℃ 

Discharge：-20℃~60℃

Operating ambient humidity 5%~95%（No Condensation）

Operating altitude ＜2000m

Life cycle 
(25℃, 0.5C/0.5C @70%SOH)

≥8000

Warranty 10 Years

Certification
IEC62619, UN38.3, 

EN 61000-6-1 ，EN 61000-6-3

Note: The manufacturer of the M LFP Battery 280Ah is Shenzhen Xihe Future Technology Co., Ltd, and it’s manufactured in China.


